
Pattern note: 
When working patt, all slipped sts should be worked with yarn held at 
WRONG side of work - this is back of work on RS rows, and front of work 
on WS rows. 
 
Beading note: 
Before starting to knit back and front, thread beads onto yarn. To do this, 
thread a fine sewing needle (one that will easily pass through the beads) with 
sewing thread. Knot ends of thread and then pass end of yarn through this 
loop. Thread a bead onto sewing thread and then gently slide it along and 
onto knitting yarn. Continue in this way until required number of beads are 
on yarn. 

SPECIAL ABBREVIATIONS 
bead 1 = place a bead by taking yarn to RS of work and slipping bead up 
next to st just worked, slip next st purlwise from left needle to right needle 
and take yarn back to WS of work, leaving bead sitting in front of slipped st 
on RS; Cr3L = slip next 2 sts onto cable needle and leave at front of work, 
P1, then K2 from cable needle; Cr3R = slip next st onto cable needle and 
leave at back of work, K2, then P1 from cable needle; Cr4L = slip next 3 sts 
onto cable needle and leave at front of work, P1, then K3 from cable needle; 
Cr4R = slip next st onto cable needle and leave at back of work, K3, then 
P1 from cable needle; C4B = slip next 2 sts onto cable needle and leave at 
back of work, K2, then K2 from cable needle; Cr5 = drop next stitch off 
needle to front of work, slip next 3 sts on to right needle, drop next st off 
needle to front of work, slip the 3 slipped sts on right needle back to left 
needle, using right needle pick up 2nd dropped st and place onto left needle, 
K4, then using left needle pick up and K the first dropped stitch; C6B = slip 
next 3 sts onto cable needle and leave at back of work, K3, then K3 from 
cable needle. 
 
BACK 
Using 21/4mm (US 1) needles cast on 134 [146: 162: 178: 198] sts.
Row 1 (RS): K2, *P2, K2, rep from * to end. 
Row 2: P2, *K2, P2, rep from * to end. 
These 2 rows form rib. 
Cont in rib until back meas 6 cm, ending with WS facing for next row. 
Next row (WS): Rib 19 [21: 29: 37: 51], M1, (rib 4, M1) 24 [26: 26: 26: 24] times, 
rib 19 [21: 29: 37: 51]. 159 [173: 189: 205: 223] sts. 
Change to 3mm (US 2/3) needles. 
Now place cable panel as folls: 
Row 1 (RS): K16 [23: 31: 39: 48] work next 127 sts as row 1 of chart, 
K16 [23: 31: 39: 48]. 
Row 2: P0 [1: 1: 1: 0], (K1, P1) 8 [11: 15: 19: 24] times, work next 127 sts as 
row 2 of chart, (P1, K1) 8 [11: 15: 19: 24] times, P0 [1: 1: 1: 0]. 
Row 3: K16 [23: 31: 39: 48] work next 127 sts as row 3 of chart, 
K16 [23: 31: 39: 48]. 
Row 4: K0 [1: 1: 1: 0], (P1, K1) 8 [11: 15: 19: 24] times, work next 127 sts as 
row 4 of chart, (K1, P1) 8 [11: 15: 19: 24] times, K0 [1: 1: 1: 0]. 
These 4 rows set the sts - centre sts in cable patt from chart with edge sts in 
4 row patt rep.

Lunaire
           by MARTIN STOREY

  

SIZE
 S M L XL XXL 

To fit bust
 81-86 91-97 102-107 112-117 122-127  cm 
 32-34 36-38 40-42 44-46 48-50  in 

YARN
Summerlite 4ply

 8 9 10 10 12  x 50gm  
 (photographed in Pinched Pink 426)

NEEDLES
1 pair 21/4mm (no 13) (US 1) needles
1 pair 3mm (no 11) (US 2/3) needles

Cable needle

EXTRAS 
Approx 600 [650: 700: 700: 750] beads.

TENSION 
26.5 sts and 40 rows to 10 cm 

measured over patt using 3mm (US 2/3) needles. 
Cable panel (127sts) meas 36cm
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